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Frame Shot Pro - Red Edition Built To Order

SKAARHOJ Frame Shot Pro - Red Edition – Customizable Universal Controller with
Color Displays

Frame Shot Pro provides professional camera preset and macro management with dynamic OLED screens and
fully customizable buttons, ensuring effortless control over complex setups. Ideal for broadcast, live
production, and AV systems, Frame Shot Pro integrates seamlessly with the Skaarhoj ecosystem and is a
perfect addition for PTZ Controllers, Vision Mixing controllers and even Mega Panel! The color screens allow
you to display a preview of a frame grabbed whilst storing presets or to generate a custom, colour labels or
feedback.

Benefits Features
Red sides: Perfect visual match with the RC-SK5 PTZ
controller made for Canon.

Visual Preset Recall: Revolutionizes preset management with
visual cues, significantly speeding up selection.

Comprehensive Integration: Enhances control systems by
adding visual elements for intuitive operation.

Large Color Displays: Allows for detailed previews of camera
shots, improving decision-making.

Customizable Button Functions: Adaptable to various
production needs for maximum flexibility.

Advanced Connectivity: Ethernet with PoE for reliable,
simplified cabling and power solutions.

User-Friendly Interface: Designed for easy navigation and
quick access to crucial functions.

Professional-Level Control: Offers sophisticated features for
high-end production environments.

Innovative and Upgradable: Continuously improved with new
features and compatibility options.

Extensive list of supported devices

Perfect side car for Canon RC-SK5

19 Fully customizable 4-way buttons with dynamic OLED
screens

12 color and 7 monochrome screens

Power over Ethernet (PoE) for simple setup

Robust, durable design for professional environments

Designed and made in Denmark
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Hardware Specifications
Component Highlights 12 Color OLED Displays

Red Sides to match RC-SK5 PTZ Controller

Buttons Elastomer Four-Way Button (x19)

Programmable OLED Tiles 96x64 pixels, color (x12); 64x48 pixels (x7)

Connectivity
Networking 1G Ethernet w/Power over Ethernet (PoE IEEE802.3af/t)

Power Supply 12V DC Jack 5.5mm x 2.1mm x 10mm Center Positive

PoE IEEE802.3af/t

Service Port Micro USB for setting manual IP

Peripherals USB-A 2.0 (500 mA) for Stream Deck, X-keys, additional networking adapters, frame
grabbers etc.

Software
Platform Blue Pill (Reactor, Device Cores, skaarOS Linux)

Licenses Full Reactor and Device Core licenses included

Physical and Shipping
Product Weight 1000 g

Shipping Box Weight 1654 g

In The Box (This Product)

12V Power Supply: Manufacturer: PHIHONG, Model Name: PSA15R-120P, Output:
12V/1.25A, Cable Length: 1.5m, Adapter type: EU, GB, US, AU depending on shipping
country, DC Output Connector: 5.5mm x 2.1mm x 10mm Center Positive

Getting Started Guide

Recommended Accessories (not included) Ethernet Cable: Cat 6 S/FTP or better

Country of Origin Denmark

EAN Code 5714074003403

Technical Drawings
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